3011 — LOAD BEARING PIPE EMBEDMENT — NEW CONSTRUCTION GREATER THAN 4 FEET DEEP .DWG

FINAL LOAD BEARING SURFACE
(CONCRETE OR ASPHALT)

Bd

Be

VARIES OVER
4 FEET

ROAD SUBGRADE COMPACTED TO
95% ASTM D-698

BACKFILL TRENCH IN 6"

LIFTS WMITH APPROVED

SELECT MATERIAL — SEC. 504.2.2.3 OR
GRANULAR MATERIAL — SEC. 504.2.2.2,
TO 95% STANDARD PROCTOR DENSITY

GRANULAR MATERIAL — SEC 504.2.2.2.
OR FINE CRUSHED ROCK — SEC 504.2.2.1
COMPACTED TO 90% STANDARD

PROCTOR DENSITY
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GENERAL NOTES:

-

Bc OUTSIDE DIAMETER OF PIPE.

TRENCH WIDTH

IS ENCOUNTERED IN THE TRENCH.

MIN.

MIN.

B
COARSE CRUSHED ROCK PIPE EMBEDMENT MUST BE USED WHEN GROUND WATER

LOAD BEARING PIPE EMBEDMENT

NEW CONSTRUCTION
GREATER THAN 4' DEEP

NOT TO SCALE
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CITY ENGINEER DATE

The use of this standard is governed by the City of Wichita Falls Engineering Department. No warranty of any kind
is made by the City of Wichita Falls for any purpose whatsoever. The City of Wichita Falls assumes no responsibility

for {he conversion of this standard to other formats for incorrect results or damages resulting from its use.

DISCLAIMER:
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